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Natural Elements Luxury Vinyl Stone Tile 

Architectural Specification 

 

FLEXCO Natural Elements Luxury Vinyl Stone Tile provided by FLEXCO, Tuscumbia, AL 35674. Natural Elements 

Luxury Vinyl Stone Tile shall be constructed of first quality materials and shall be free from imperfections. Tile shall 

be .120" (3 mm) gauge and 18" x 18" (457.2 mm x 457.2 mm) in size, color and style stated. Tile shall conform to 

Federal Specification ASTM F 1700 Solid Vinyl Floor Tile, Class III and shall meet Class 1 NFPA Life Safety Code. 

FLEXCO Natural Elements Luxury Vinyl Stone Tile must be installed using FLEXCO Spray-Grip Adhesive for Vinyl, 

FLEXCO 16/86 Multi-Performance Tile & Tread Adhesive or FLEXCO 77 Solvent-Free Epoxy Adhesive in 

accordance with the manufacturer installation instructions. 

 

COMPANY INFORMATION 

Flexco Corporation 

1401 East 6th Street 

Tuscumbia, AL, USA 35674 

Phone: (256) 383-7474; (800) 633-3151 

Fax: (256) 381-0322; (800) 346-9075 

Email: info@flexcofloors.com, technical@flexcofloors.com 

Internet: www.flexcofloors.com 

Sweet’s Catalog: 09650/FLE; Buyline 0254; www.sweets.com 
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